
 

 

RECIPROCATING   
INK CODER 

SERIES  
5060 

DATA SHEET  
 

DALEMARK 

INDUSTRIES, Inc. 

575 Prospect St., #211    fax: (732) 367-7031 
Lakewood, New Jersey 08701-5073   e-mail: sales@dalemark.com 
Tel: (732) 367-3100    website:www.dalemark.com 
                                                                     
                                                                      Covered under one or more of the following PAT. Nos.: 
                                                                                       3977317 3702000 734135   Printed in U.S.A. 
                                                                                       3081697 3808970 4068578   © 2022 DALEMARK 
                                                                                       3964383 946271 4037529   Industries, Inc. 
                                                                                       1512180 31403/76 261056    
                                                                                        
 In U.S.A., Canada, U.K.  
                                                                                       

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

• Imprint speeds up to 17ft or 75 cycles/min 

• Penna-Grip® rubber type printhead allows 

horizontal or vertical imprinting 

• Prints from any attitude 

• Compact design provides easy mounting 

• Inexpensive extra printheads can be pre-setup for 

instant copy change 

• Suitable for NEMA Class 1 Division 2 Hazardous 

Applications 

• Uses disposable 1 second dry ink cartridges 

The Model 5060 is a low-cost Reciprocating Ink 

Imprinter for use with intermittent or low speed 

continuous motion F/F/S, Cartoner, Case Packer, Over 

Wrap Systems.  
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                                   Features & General Specifications 

• Prints treated or untreated materials: 
cellophane,      polyethylene, polypropylene, glassine, 
wax paper, chipboard, metals, paper, films and other 
substrates 
 
• Can be employed with almost any intermittent 

motion horizontal or vertical conveyor line, 
cartoner, F/F/S, labeling or packaging 
equipment. 

 
• Continuous Motion: up to 17 ft/min 
 
• Intermittent Motion: up to 80 cycles/min 
 
• Print Heads: 

2” x 2”  
 

• Ink: USDA-approved is available, Viscosity 
constant, no additives needed 

 
• Ink Cartridges: 

Lasts up to 60,000 impressions 
Heat sealed for long shelf life and to prevent  
leakage 
No refilling: throw out empties 
Available in several colors and dry times 

• Machine Specifications: 
Weight: 10 lbs.  
Dimension: 8”L x 5” W 
x 7”H 

• Machine Requirements:  
                                                 15 psi 

                                   

                                             Optional Features  

• Stainless Steel Frame/Fasteners for Washdown 

Applications 

• Foot Activated Switch for Manual Applications 

• Photocell Product Detector 

• Tabletop Stand with Palm Switch & Guide(s) for 

semiautomatic bottom or top product printing 

• Standalone Semi-automatic Coding Station 

  for semiautomatic top or bottom printing 

• Miniature Air Regulator Filter Assembly 

• Spring Loaded Back-up Platen (required 

for flexible film applications) 

• Air Switch 

• Control Box  

 
* Semi-Automatic  
Tabletop Version 
 


